15
roetu

Thu Jan 05 |5 28 19 20/2

\\gdot-dsni\gocfg\resources\Gdot2007_Klp tbl

C \KCData\OO7033\MIcrostation FI/es\ODO7033ER0SIONNOTES dgn

STATE PROJECT NUMBER SHEET NO TOTAL SHEETS

GA | cSBRG-0007-00(033) 139 167

3/t 2007

GEN

ESPCP GENERAL NOTES:

The escape of sediment from the slte shall be prevented by the Installation of eroslon and sediment
control measures and practices prior to,or concurrent with, land disturblng activities.

Eroslon confrol measures will be malntained at ail fimes.If full Implementation of the approved
plan does not provide for effective eroslon control,additlonal eroslon and sedlment control
measures shall be implemented fo control or fregt the sediment source.

PLAN ALTERATIONS

I'he Erosion Sedlmentatlon and Pollutlon Control Plan (ESPCP) Is provided by the Department. It
addresses the staged consiruction of the project based on common construction methods and
techniques. It the Contractor elects to alter the stage construction

from that shown In the plans or utllize construction technlques that render this plan [neffective,
fhe Confractfor shall revise the plans In accordance to Speclal Provision 161 of the contract.

T'he Confractor,the Certifled Design Professlonal and the WECS shall caref ully evaluate this plan
prior fo commencing land disturbing activities.A major modification or deletion of structural
BMP's with a tydraullc component requires a formal revision of

the ESPCP and the signature of a GSWCC level-ll-certifled gesign professlonal. AddItlonal BMP's may

be added per Speclal Provision 161 - Control of Soll Erosion and Sedimentation.
TEMPORARY MULCHING

EPD General Permit GAR 100002 states that "Any disturbed area leff exposed for @ perlod greater

than 14 days shall be stabllized wlith mulch or femporary seeding - However,the Department
typlcally requires disturbed areas to be stabillzed every 7 days.

The construction documents, special provisions,or specifications may require mulching more of ten
than 7 days.

VEGETATION AND PLANTING SCHEDULE

All femporary and permanent vegetative practices Including plant specles, planting dafes, seedlng
Ferfilizer,/Ime and mulching rates for this project can be found In sectfon 700 of the current
edifion of the Department’s specifications and other appllcable contract documents, speclal
provisions,or landscaping plans.

SEQUENCE OF MAJOR ACTNITIES

The project budget Includes sufficlent funds for the payment of construction exits.The Contractor
/s responsible for establishing at least one (1) construction exit per the specifications of the
construction exif defail Included In thls ESPCP.To facllitate pro Ject logistics, the Contractor Is
also responsible for selecting the location(s) of the construction exit(s).

Stage la - The contractor shall Install siif fence,type A at the base of all Fill slopes prior

fo land disturbing activitles.in areas where slit Fence is not Feaslble such ds parking lots efc.,
baled straw can be used. Temporary Grassing and mulch shall be placed on disturbed areds
n gccordance with nofes found In the ESPCP General Notes.Construction exits shall be
Installed prior fo equipment enfering the roadway.

Stage Ib - - Once land dlsturbing activitles have occurred,additional temporary erosion control
Ifems shall be Installed.As dralnage structures are belng constructed,inlet sediment traps shall
be Implemented as shown In the erosion confrol plans Inlet sediment Traps are also required
around exIsting sfructures after removal of the tops have occurred.

Stage Ic - Once the pavement has been constructed to the proposed width and to the 19mm mix
level,baled sfraw sd2 Inlet sediment traps will be Implemented In order to prevent st from
entering the new sfructures.

Stage Id - All eraslon confrol lfems shall be removed once an dacceptable ground cover has been
establlshed.

PETROLEUM STORAGE,SPILLS AND LEAKS

The plans provided hereln do not anticipate the sforage of pefroleum products onslte.The

Contractor shall af a minimum provide an actlon plan and keep the nec:esscrry materials on site for

the capfure and disposal of any pefroleum product leaks or spllls soclated with the setrvicing,
refuellng or operation of any equipment utllized in the work. A copy of| the action plan shall
be submifted to the Project Engineer and malntained on the pro fect site. All personne!
operating or servicing equipment shall be Familiar with this plan. The Contractor shall not
park,refuel,or malntain equipment within stream buffers.

It the Confractor elects to store petroleum products on site,the Confrqcfor shall prepare an ESPCP
addendum That addresses the addltional BMPs needed for onsite storage and splll prevention for
pefroleum products. This plan shall be prepared by a Certifled Des/gn' Professional as required by

GARIOO00Z for Inclusion with these plans.The Contractor's atfention | |s specifically dlrected fo

Standard Specification 107-Legal Regulations and Responsibility fo the|public for addltional
requirements

SOIL SERIES INFORMATION

A project specific soll survey and geotechnical Investigation was performed for this projfect and
can be made avdllable upon request.Soll characteristics have been glven full conslderation in the

fydrologic analysis,the design of channels and Ilnings, selection of fen?porary BMF’s, design of
energy dissipaters,and the in the selectlon of permanent vegetation and ferfllizers.

RETENTION OF RECORDS

I. The primary permiftee shall retain the following records af the constrictlon site or the records
shall be readily available at a designated alternate location From commencement of constriclion
unfil such time as a NOT s submitted:

a. A copy of all Notlces of Infent submitted to EFPD,
b. A copy of the Eroslon, Sedlmentation and Pollution Control Plan;

c. The design professional’s report of the results of He Inspection conducted In accordane with

Part V.A5.0f permit GARIO0002;
d. A copy of all monitoring Information, results,and reports required by the permif;
e. A copy of all Inspectlon reports generated In accordance with Part \V.D.4.q.of the permit;

. A copy of all violatfon summarles and violation summary reports generated In accordance with

Part I11.D.2.0f the permit; and
g. Dally rainfall Information collected In accordance with Part N.D4adlXc) of 1he permit.

2. Coples of all Noflces of Intent,Notices of Termination, reports, plans, moniforing reports,
monitoring Information,Including all callbratlon and malntenance
records and all orlginal strip chart recordings for continuous moniior! ng Insfrumentation,
Eroslon, Sedimentation  and Pollution Control Plans, records of all
dafa used tfo complete the Notice of Intent to be  covered by the permit and all other records
required by this permit shall be retalned by the  permittee who

efther produced or used It for a perfod of af legst three years from the date that the the NOT Is

submftted In accordance with Part VI of this permit.These
records must be maintalned at the permittee’s primary place of business or at g deslgnated
dlfernative locatlon once the construction activity has ceased at

the permitted site.This perlod may be extended by request of the EPD at any time upon wrltten

notification to the permittee.

FOST-CONSTRUCTION BMP’S

All permanent, post-construction BMP’s are shown In the construction plans and In the ESPCP
plan. The post-construction BMP’s for this project may conslst of permanent defention ponds,
fliter basins,vegetation, permanent slope dralins and/or flumes, rip-rap\at pipe outlets for
velocily dissipation and outlet stabliization,vegetated swales/dltches w|here practical,
channel/difch stabillzation with Turf Relnforcing Mats, rlp-rap,and coporefe ditch Infng where
necessary. T he post-construction BMF’s wlll provide permanent stabllization of te site and
prevent accelerated fransportation of sedlment and pollutants info recelving waters.)

SIIt Fence Installafions with J-Hooks and spurs

SIlf fence should never be run continuously. The siit fence should turn back Into the flil or

slope to create small pockets that trap slit and Force stormwater fo Flow through the siif fence.

T'hls Technique,or conflguration,Is commonly referred to as J-hooks ori spurs. The J-hooks

shall be utllized on all silt fences that are located around the perimeter of the project and along

The tfoe of embankments or slopes. The J-hooks shall be spaced In acco'(donce with the

Construction Defall D-24C. The maximum spacing of J hooks Is reached when the fop of the ad Jacent

downgradient J hook Is datf the same elevation as the bottom of the ad j'crcenf upgradient J hook.J

Hooks shall be pald For as siit Fence Items per foot, All cost and other| incidental lfems are
Included In cost of Installing and malntalning the stit Fence.

Maintenance and Stablllzatlon Measures

See Special Provision 16/ and 700 and other contract documents for malntenance
and stablilzation measures.

Waste Disposal

Where affainable, locate waste collection areas, dumpsters,trash cans and
portable follefs at least 50 feet away From streets, gutters,watercourses and
storm dralns. Secondary contalnment shall be provided around Ilquld waste
collection areas fo minimize the Ilkellhood of contaminated discharges. The
Confractor shall comply with applicable state and local waste storage and
dlsposal regulations and obtfaln all necessary permits. Solld materials,
Including bullding materlals, shall not be discharged to Waters of the State,
unless authorized by a Section 404 Permif.

Inspections

All Inspections shall be documented on the appropriate Department Inspection
forms. See Special Provision 167 and other confract documents for Inspection
requirements. These inspections shall continue until the Notlce of Termination
(NOT') I's submitted.

Fallure fa perform Inspections as required by the contract documents and the
NPDES permit shall result In the cessation of all construction activities with
The exception of Trafflc Confrol and Erasion Control. Continued failure to
perform Inspections shall result in non-refundable deductions as specified In
the confract documents.

By agreement with Georgla EFPD,the Department’s Constructlon Englneer will be
responsible for the seven day Inpectlons required for new BMP Installations.

NON-STORM WATER DISCHARGES

Non-storm water discharges defined In Part Il A2 of the NPDES Permit will be
Idenfified after constructlon has commenced.These discharges shall be sub Ject
fo the same requirements as storm water discharges required by the Georgla
Eroslon and Sedimentfation Control Act,the NPDES Permit.the Clean Water
Act,the Manual for Erosion and Sedlment Control In Georgla, Department
Standards,and contract documents.

DE-WATERING ACTIVITIES AND USE OF PUMPS

Any pumped discharge from an excavation or disturbed area shall be routed
through an appropriately sized sediment basin, silt filter bag or shall be

freated equlvalently with sultable BMFs. The contractor shall ensure the post
BMP freated discharge is sheet Flowing. Fallure fo create sheet Flow will
obligate the contractor fo perform water quallty sampling of thelr pumped
discharges.T he contractor shall prepare sampling plans In accordance with the
current GARIOOOOZ NPDES permlt utllizing by a Certifled Design Professional
No separate payment will be made for water quallty sampling of pump discharges.

OTHER CONTROLS

T'he Confractor shall follow thls ESPCP and ensure and demonstrate compllance
with applicable State and/or local waste disposal, sanitary sewer or septic
system regulations.

The Confractor shall control dust From the site In accordance with Sectlon 16/
of the current edition of the Department’s Specifications.
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